
 

  
 

 

ROV deployed Cathodic Protection Measurement System  
For the non CP specialist  

Contact and/or Proximity* modes  

Mechanical  
Height:    75mm  
Diameter:   100mm 
Weight in Air   1.1Kg  
Depth Rating:  2,000m  
 

Built around Subspectionôs proven subsea digitiser and robust contact probe. The 
system can make contact and proximity* measurements while transmitting a con-
tinuous, uninterruptable data stream to the surface using RS232 or half duplex 
RS485 which are available simultaneously. Transmitted data is displayed on a sim-
ple Topside receiver and/or overlay. The measurements made using  Subspection's 
proprietary Ag/AgCl cells within the probe and remote Danglode, which have over 20 
years of  design refinement and knowledge built in so you can be sure the readings 

Electrical  
Communications:   Fully isolated RS485 / RS232  
Power:     15 ï 24 VDC 
Current Consumption:  300mA @ 15V max  
Resolution:    ±1mV 
Full Scale Deflection:  ± 2.048V 
Reference Type:   Silver/Silver Chloride (Ag/AgCl)  
 

Connectors - Probe on 2 pin , Power & Communications & Remote on 7 pin bulk-
head, 2m moulded probe lead and 2m digitiser to ROV flying lead supplied as 
standard.   *Requires Danglode  
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Silver/Silver Chloride (Ag/AgCl) Cell  
Ultra Stable chemical makeup  
Effortless to maintain  
Unique gel for safe contamination free storage  
Proven history - annual checks against known 
standard  

Topside Receiver & Display  
Displays contact readings  
Displays proximity readings  
RS232 output for redirect into overlay 
units  
Data stream format adjustable  
19ò Rack mounted option shown 

Subcontact Digitiser  
Either to make direct contact readings or as a proximity 
device  
Readings digitised at source reducing influence of noise  
Small & Reliable  
Rated to 2000 metre depths  
RS232 or half duplex RS485  

Calibration Unit  
Calibrate any ROV & Diver Probe with 
a Ag/AgCl Cell  
Fast & Simple to use  
Self Contained Robust Design  
Clear Reliable & Repeatable Results  

 

ROV Probe  
Either to make direct contact readings 
or as a proximity device  
Rugged and reliable in use  
Replaceable hardened stainless steel tip  
No power supply is required  
Rated to 2000 metre depths  
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Danglode for Proximity measurements  
Robust & Pre weighted  
Secure fixing point for launch & recovery  
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